BUILDING PERFORMANCE: FUNCTION, PRESERVATION, AND REHABILITATION


ASTM SPECIAL TECHNICAL PUBLICATION 901
Gerald Davis, TEAG—The Environmental Analysis Group, Editor

ASTM Publication Code Number (PCN) 04–901000–10
Foreword

Related
ASTM Publications

Building Security, STP 729 (1981), 04-729000-10

Building Air Change Rate and Infiltration Measurements, STP 719 (1980), 04-719000-10

Durability of Building Materials and Components, STP 691 (1980), 04-691000-10

Masonry: Research, Application, and Problems, STP 871 (1985), 04-871000-07
A Note of Appreciation
to Reviewers

The quality of the papers that appear in this publication reflects not only the obvious efforts of the authors but also the unheralded, though essential, work of the reviewers. On behalf of ASTM we acknowledge with appreciation their dedication to high professional standards and their sacrifice of time and effort.

ASTM Committee on Publications
ASTM Editorial Staff

David D. Jones
Janet R. Schroeder
Kathleen A. Greene
Bill Benzing
Contents

Overview

BUILDING PRESERVATION AND REHABILITATION
FOR BETTER OVERALL BUILDING PERFORMANCE

The Concept of Total Building Performance and Building
Diagnostics—V. H. HARTKOPF, V. E. LOFTNESS, AND P. A. D. MILL

The Role of Occupancy Analysis in Diagnosing Total Building
Performance—P. DRAKE, P. WELCH, AND J. ZEISEL

Designing and Building with Rehabilitation in Mind—J. D. FARSTEIN,
J. ARCHEA, M. KANTROWITZ, R. G. SHIBLEY, J. WINEMAN,
AND C. M. ZIMRING

A Touring-Interview Method of Building Evaluation; the Place of
Evaluation in Building Rehabilitation—J. M. GRAY,
J. R. DAISH, AND D. Q. KERNOHAN

Developmental History of Institutions—Life History of Their
Buildings—P. JOCKUSCH

Planning Standard Guidelines for Inspection and Evaluation of the
Structural Condition of Existing Buildings—E. G. STERN

BUILDING PRESERVATION AND REHABILITATION FOR
HISTORICAL BUILDINGS AND BUILDING MATERIALS

Promoting Energy-Efficient Rehabilitation and New Infill Construction
in the Inner City—V. H. HARTKOPF AND V. E. LOFTNESS

Potential Hazards Resulting from the Misapplication of Energy
Conservation Measures in Existing Religious Buildings—
W. S. CHICK

Technology of Preserving Wood Structures—G. E. SHERWOOD
A Method for Determining the Allowable Strength of In-Place Wood Structural Members—M. J. Jedrzejewski 136

Lessons Learned from Investigations of Over 500 Distressed Masonry and Stone Facades—K. B. Kellermeier and I. R. Chin 152

Diagnosis of Building Condition by Neutron-Gamma Ray Technique—R. A. Livingston, L. G. Evans, T. H. Taylor, Jr., and J. I. Trombka 165

Evaluation of Building Deterioration by Water Runoff—R. A. Livingston 181

Index 189