Subject Index

A
Anode materials, 29, 38
ASTM C 957, 121
ASTM C 836, 121
ASTM specifications, test methods, liquid-applied elastomeric membranes, 107

B
Bitumen roll roofing, modified, 95
Bituminous membranes, modified, 5
Blisters, 83
Building deck, 5
specifications, 60
Built-up membranes, 5
Butyl membranes, 5

C
Carbonation, 75
Cast in place, elastomeric membrane, 121
Cathodic protection
concrete bridge members, 38
parking structures, 29
Chemical resistance, 107
Chloride contamination, 29, 38, 75
Concrete
bridge members, cathodic protection, 38
coring, 75
cracking, 75
nature of, 107
pavers, precast, 83
reinforcement, chloride-contaminated, 29, 38
Construction industry team, role, 65
Corrosion, reinforcing steel, 38
Crack bridging, elastomers, 107, 121
Cracks, 83

D
Damage protection, 65
Dampproofing, 137
Deck, waterproofing, 131
Delamination, 75
Drainage, 5, 65

E
Elastomers, test methods, 107
Ethylene propylene diene monomer membrane, 83
Expansion joints, 5

H
Hydrolysis, 107
Hydrophobic sealers, penetrating, selection criteria, 75

I
Insulation, 5, 83

K
KRATON thermoplastic elastomer, 95

L
Laitance, 107
Lap shear strength, 95
Liquid-applied elastomeric water-proofing membrane, 131
ASTM specification test methods, 107
and deck coating systems, reflective cracking, 121
Liquid-applied membranes, 5
Liquid-applied waterproofing specialty subcontractors, role, plaza deck waterproofing, 65

M
Membrane coating system, parking deck repair, 75
Mud mat waterproofing, 137

N
Neoprene membranes, 5

P
Parking deck, 137
liquid-applied elastomeric membranes, 107
precast concrete pavers, 83
repair, hydrophobic sealer selection criteria, 75
retrofitting, 83
Parking structures, cathodic protection, 29
Plaza, 5, 60
Plaza deck, 137
liquid-applied waterproofing specialty subcontractor role, 65
Polyvinyl chloride membranes, 5
Precast concrete pavers, parking decks, 83

Q
Quality assurance, 60
Quality control, 60

R
Reflective cracking, cold, liquid-applied elastomeric deck coating and membrane systems, 121
Reinforcing steel corrosion, 38
mild, cathodic protection, 38
Rubber strips, 83

S
SBS modified bituminous roofing and waterproofing membranes, adhering methods, 95
Scaling, 75
Shrinkage cracks, 121
Silanes, 75
Spalling, 75
Split-slab construction, 107
Strip coating, 121
Structural slab waterproofing, 137
Styrene-butadiene-styrene block copolymer, 95
Surface preparations, 65
Suspended deck, waterproofing system, performance requirements, 131

T
Terminations, 65
Terrace, 60
Thermal movement, 121
T-joints, 5
T-peel strength, 95

V
Vertical waterproofing, 137

W
Waterproofing, problems in terminology, 137
Waterproofing flashings, 137
Waterproofing membrane, specifications, 60
Waterproofing system, selection, 131
Waterproofing tieoffs, 137
Water protection system, 137
Water repellant, 137
Waterstops, 5
Wearing course, 65, 107
Wearing surfaces, 5