Subject Index

A

AISI 4340 high-strength steel, SSR testing, 149
Alkyl amines, stress cracking of carbon steel, 173
Aluminum alloys, embrittlement in mercury environments, 181
Amines, stress cracking of carbon steel, 173
Ammonium chloride, in residues from breech chambers, 149
Ammonium nitrate, in residues from breech chambers, 149
Anodic polarization, effect on SSR testing, 240
ASTM Committee G-1.06.05, 40
ASTM standards
E 456, 292
E 647, 134

B

Boiling water reactors
deformability of stainless steels and nickel-base alloys, 83
SSR test applications, 65
SSR test for IGSCC, 51
Breech chamber residues, X-ray diffraction analyses, 149
BWRs (see Boiling water reactors)

C

Calibration
extension rate, 290
load train, 290
Carbon steels
amine cracking, 173
polyamine cracking, 173
SSR test limitations, 22
Cathodic protection, effects on Ni-Cu alloy K-500, 123
Caustic cracking, of stainless steel, 173

Chemical process industry, SSR test methods, 22
Chromium-nickel-molybdenum alloys, in hot sour gas production, SSR testing, 240
Compliance calibration, of load train, 290
Constant extension rate test, 65
Copper alloys, SSR test limitations, 22
Corrosion resistant alloys in hot sour gas production, 240
SSR testing in hydrogen sulfide environments, 225
Crack tip opening displacement, 134
CRAs (see Corrosion resistant alloys)
Critical pitting temperature, nickel-base alloys, 263
Cyclic loading, 7

E

Elastic-plastic fracture mechanics, material susceptibility to SSC, 134
Electrical insulation, effects on SSR testing, 240
Electrochemical polarization, effects on SSR testing, 240
Electrochemical potential controlled, SSR testing of high-strength steel, 149
hydrogen addition effects in BWRs, 51
inadequate measurement, 22
Electrode potential, effects on SSR testing results, 225
Embrittlement, aluminum and stainless steel in mercury environments, 181
Extension rate, calibration, 290

G

Global strain rate, 105

Copyright © 1993 by ASTM International www.astm.org
H

Heat effects, on LME of austenitic alloys, 193
High-strength steels
SSR testing at controlled electrochemical potentials, 149
weldments, hydrogen embrittlement, 202
Hydrogen effects on electrochemical potential in BWRs, 51
water chemistry in BWRs, 51
Hydrogen assisted cracking, 105
Hydrogen embrittlement
cathodic protection-related, 123
high-strength steel weldment, 202
SSR testing, 40
Hydrogen sulfide environments, SSR testing of nickel-base CRAs, 225

I

IGSCC (see Intergranular stress corrosion cracking)
In-pile tests
nickel-base alloys, 83
stainless steels, 83
Insulation, electrical, effects on SSR testing, 240
Intergranular stress corrosion cracking in boiling water reactors, 51
nickel-base alloys, heat treatment effects, 83
Interrupted SSR testing, 7
Irradiation Assisted Stress Corrosion Cracking, 83
Irradiation effects, on in-pile behavior of stainless steels, 83
ISO 7539 Part 7: Method for SSR Testing, 40

J

J-integral test
Ni-Cu alloy K-500, 123
precracked specimens with rising displacement, 134

L

Light water reactors
deformability of stainless steels and nickel-base alloys, 83
SSR testing, 65

Linear elastic fracture mechanics, material susceptibility to SCC, 134
Liquid metal attack, aluminum and stainless steel in mercury environments, 181
Liquid metal embrittlement
aluminum and stainless steel in mercury environments, 181
SSR testing standardization activities, 40
stainless steels and nickel alloys, 193
LMA (see Liquid metal attack)
LME (see Liquid metal embrittlement)
Load train, calibration, 290
Localized corrosion, nickel-base alloys, 263
Local strain rate, 105
Lot acceptance criterion, 290

M

Machining, of specimens, 290
Mercury, LME and LMA in aluminum alloys and stainless steel, 181
Mercury cracking
nickel alloys, 193
stainless steel, 173, 193
Monotonic SSR testing, 7

N

NACE Task Group T-1F-9, 40, 290
Natural gas production, localized corrosion and SSC of nickel-base alloys, 263
Nickel-base alloys
corrosion resistant, SSR testing, 225
defeability in light water reactors, 83
liquid metal embrittlement, 193
localized corrosion and SSC, 263
reactor core, 65
SSR test limitations, 22
Nickel-copper alloys, K-500, effects of SSR testing and cathodic protection, 123
Notched specimens, 105
Nuclear power industry
boiling water reactors, 65
BWRs, SSR testing, 51
light water reactors, 65
pressurized water reactors, 65
SSR test applications, 65
O

Oxygen levels, for SSC prevention, 65

P

Percent elongation, in SSR testing, 290
Percent reduction of area, in SSR testing, 290
Petroleum production, localized corrosion and SCC of nickel-base alloys, 263
Pitting, nickel-base alloys, 263
Polyamines, cracking of stainless and carbon steels, 173
Potassium chloride, in residues from breech chambers, 149
Precracked specimens
SSC behavior, rising displacement test, 134
in SSR testing, 105
titanium alloys, 158
Pressure vessel steels, SSR tests, 65
Pressure water reactors, deformability of stainless steels and nickel-base alloys, 83
Pressurized water reactors, SSR testing, 65

Q

Quality assurance, nickel-base corrosion resistant alloys, 225

R

Rising displacement tests, 134

S

Salt water, SSR testing of precracked titanium alloys, 158
Slow strain rate testing
aluminum and stainless steel embrittlement in mercury environments, 181
anomalous behavior survey, 22
for cracking conditions in existing equipment, 173
for CRAs in host sour gas production, 240
development, review, 7
effects of H₂S, Cl⁻, CO₂, 240

for existing materials qualification, 173
high-strength steel at controlled electrochemical potentials, 149
hydrogen embrittlement of steel weldments, 202
for IGSCC in BWRs, 51
interrupted, 7
in light water reactor cores, 83
limitations, 22
LME of stainless steels and nickel alloys, 193
lot acceptance criterion, 290
monotonic, 7
nickel-base alloys in gas production applications, 263
Ni-Cu alloy K-500, 123
notched specimens for, 105
precracked specimens for, 105
precracked titanium alloys, 158
standardization activities, 40
survey, 22
Sour gas production
Cr-Ni-Mo alloy SSR testing, 240
NACE T-1F-9, 40, 290
nickel-base alloys, localized corrosion and SCC, 263
Specimens
machining, 290
notched specimens, 105
precracked specimens, 105, 134
surface finish, 290
tapered, 7
SSR testing (see Slow strain rate testing)
Stainless steel alloys, embrittlement in mercury environments, 181
austenitic
deformability in light water reactors, 83
IGSCC, SSR testing, 51
deformability in light water reactors, 83
in-pile behavior, 83
liquid metal embrittlement, 193
mercury cracking, 173
polyamine cracking, 173
SSR testing, 65
SSR test limitations, 22
Standardization, ASTM Committee G-1.06.05 and NACE Task Group T-1F-9, 40, 290
Steam generators
SSR testing, 65
thin-wall tubing, 65
Steels
- AISI 4340 high-strength SSR testing, 149
- 5Ni-Cr-Mo high-strength weldments, 202
- stainless (see Stainless steel)

Storage tanks, carbon steel, amine cracking, 173

Strain rate
- appropriate, 7
- CRA SCC susceptibility in hot sour gas environments, 240
- effects on SSR testing results, 225, 240
- global, 105
- inadequate measurement, 22
- local, 105
- slow, 22

Stress corrosion cracking
- accelerated test procedure, 134
- amine-related, 173
- in BWRs, SSR testing, 51
- caustic solution-related, 173
- chloride-related, 173
- CRAs in hot sour gas production, 240
- CRAs in hydrogen sulfide environments, 225
- irradiation-assisted, 83
- limitation of SSR testing, 22
- LME of stainless steels and nickel alloys, 193
- mercury-related, 173
- nickel-base alloys in gas production environments, 263
- notched specimens for SSR testing, 105
- in reactor cooler environments, 65
- rising displacement test, 134
- standardization activities, 40
- strain rate determination, 7
- titanium alloys in salt water and inert environments, 158

Surface finish
- effects on SSR testing results, 225
- of specimens, 290

T
- Tapered specimen tests, 7
- Temperature, effects on SSR testing, 240
- Tensile bars, for testing nickel-base alloys, 65
- Three-point-bend loading, for material resistance to cracking, 65
- Threshold stresses, determination, 7
- Time to failure, in SSR testing, 290
- Titanium alloys
  - SSR testing in salt water and inert environments, 158
  - SSR test limitations, 22

Tubular products
- CRAs in hydrogen sulfide environments, 225
- high-nicked CRAs, SSR testing, 240

W
- Water environments, in BWRs, electrochemical potential effects, 51
- Welds, high-strength steel, SSR testing, 202

X
- X-ray diffraction, residues from breech chambers, 149

Z
- Zirconium alloys, SSR test limitations, 22