NEW REFERENCES FOR 1955 to 1957

1955


Various section headings are: aluminum finishes; care; applying waxes and lacquers; remodeling or moving; heavy duty cleaning; and list of products for the care of aluminum.

For ordinary care the mildest of cleaning systems is suggested, and a regular routine depending upon degree of soiling. For heavy duty cleaning it is recommended that the following be tried in sequence until one removes the dirt satisfactorily: Heavy duty cleaner; stiching chemical cleaner; heavy duty abrasive and etching cleaner; rotary wire brush. Precautions and suggestions are given for each method.


Discussion of various patents covering these processes and description of the various methods for vapor degreasing.


Excellent descaling accomplished with sodium hydride but an optimum time-temperature cycle is necessary to prevent hydrogen absorption after the scale is removed. Low sodium hydride concentrations and minimum exposure are preferred.


Castings for automatic automobile transmissions cleaned electrochemically in a salt bath. Details of equipment and operation are described.


By using solutions of equivalent alkalinity, caustic soda, trisodium phosphate and soda ash had similar corrosive action. Sodium silicate (2NaO.SiO2) was less corrosive and sodium silicate (Na2O.2SiO2) was almost non-corrosive. Additions of 0.1 per cent sodium chromate to the alkaline solutions preserved both tin and steel, while additions of sodium sulfite had a negligible effect. Addition of sodium hypochlorite accelerated corrosion, except when in the presence of the silicates.


Used for evaluation were radioactive oil, buffing compound (chromium oxide), and radioactive metal chips. Stainless steel, brass and aluminum pieces treated with soils and comparison made between vapor degreaser, pressure wash, and ultrasonic cleaning. For parts of simple configuration ultrasonic method removed soil more effectively than the pressure wash, and this better than vapor degrease.


Strip annealed and pickled continuously with removal of surface oxide by heating in radiant-heated furnace, immersion in molten caustic soda containing sodium hydride, re-heating, spraying with high pressure water, and immersion in dilute mineral acid to remove any remaining sludge.


See Reference No. 858B.


Oxidized surfaces of aluminum and aluminum alloys are cleaned for welding by removing grease and dirt in the conventional manner; pickling in 2 to 5 per cent hydrofluoric acid solution at room temperature; rinsing in cold water; pickling in aqueous chromic acid solution, pH 1.2-1.5, at 185 to 195 F; and rinsing in water at 110 F maximum.


Liquid honing is meant to replace pickling, electrochemical cleaning and hand finishing except in case of heavy grease coats which makes degreasing advisable. Liquid blasting said to improve and chemically clean a good finish. Important with high carbon steels, malleable or cast iron, is cleaning without liberating carbon or graphite smuts. Heat treat scale is readily removed from plastic molding dies and also useful in removing plastic residues without harm to surface.
BIBLIOGRAPHY ON METAL CLEANING

(884) Cleaning Compound, Platers' Electro-
cleaning, for Steel, Federal Specification,

| Compositional req-
utrients are  | Min  | Max  |
<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>Silicate as SiO₂</td>
<td>10.0</td>
<td>35.0</td>
</tr>
</tbody>
</table>
| Complex anhydrous phos-
phates as P₂O₅  | 5.0  | ---  |
| Organic detergent, 100 per cent basis as alkylaryl
or alkyl sulfates | 0.4  | ---  |
| Caustic Soda, Remainder | --- | ---  |

Absence of ortho phosphate is required. Performance requirements include tarnishing of steel, conductivity and foam blanket.

(885) E. B. Fernsler and H. E. Tschop
(to International Nickel Co. Inc.), "Annealing
and Cleaning Oxidised Metals," U. S. Patent
No. 2,710,271, June 7, 1955; Chemical

Oxidized heat- and (or) corrosion-resistant
alloys, such as high nickel, chrome, copper or
molybdenum, can be simultaneously annealed
and descaled with substantially no loss of
base metal by immersing the oxidized metal
in a salt bath containing 20 to 80 per cent
sodium fluoride, rest soda ash, for at least
2 min at 1500 to 2000 F.

(886) D. J. Fishlock, "Sodium Hydride
8, No. 3, pp. 59-62 (1955); Chemical Abstracts,

The three stages in sodium hydride descaling
comprise preheating in an oven, descaling in
the reaction vessel, and quenching in a cold
water tank, with agitation. While operation of
the process is generally straightforward,
corrosion of some parts of the plant appears
inevitable.

(887) C. W. Garrison (to Standard Oil Co.
(Ohio)), "Cleaning Asphalt Tanks," U. S.
Patent No. 2,715,594, Aug. 16, 1955; Chemical

The hard rocklike layer of asphaltic
material which forms on the inside of tanks for
conversion of petroleum residuums to asphalt
is removed by use of kerosine and steam.
After drainage, kerosine sufficient to cover the
adhering material is added and steam is blown
against the tank bottoms by means of a special
permanently installed pipe system.

(888) R. Getty, N. W. McCready and W.
Stericker, "Silicates as Corrosion Inhibitors
in Synthetic Detergent Mixtures," ASTM

Tests made with aluminum, zinc, copper,
brass, nickel silver, and several enamels.
Disks were attached to a rod and a stirring
machine and immersed at 60 C in solutions of
detergent for 2 hr. Various compositions of
alkylaryl sulfonate with five silicates,
sodium tripolyphosphate and tetrasodium
pyrophosphate were tested. Increasing
silicate content, generally of lower sodium
oxide to silica ratio indicated to reduce
staining of brass, and nickel silver. Neither
aluminum nor copper were affected when
amounts of silicate normally present in house-
hold detergents was present. Difficult to
prevent corrosion of zinc, but best with equal
amounts of silicate and phosphate.

(889) J. C. Harris, W. Stericker and S.
Spring, "Suggested Guide to Laboratory Metal
Cleaning," ASTM Bulletin, No. 204, pp. 31-
34 (1955).

Soils are listed and their removal character-
istics described. The soils listed are 11
in number: mineral oils, fatty oils, sulfurred
oils, buffing compounds, semi-solid rust
preventives, greases, asphaltum, wax mixtures,
burnt-on oil, graphite soil in heavy oil base,
paints, and lacquers. The factors to be
considered in a laboratory procedure are
specifically outlined. Listed are 15
methods, for determining metal cleanliness
recording original reference, sensitivity and
a brief description of the method. Also given
are relative sensitivity ratings by radio-
tracer method for six of these methods.

(890) J. W. Henley and R. D. Ring,
"Metal Cleaning Studies Using Radioactive
Tagged Soil," Plating, Vol. 42, No. 9,

Application of the radiotracer method to
electrocleaning studies. Used tagged stearic
acid and number 30 lubricating oil plus radio-
heicosenone (see reference 606). Provides
graphs of both anodic and cathodic cleaning in
alkalies and combination cleaners. Since the
two soils were used at different initial levels
no comparison could be made of the relative
ease of removal, but differing test conditions
affect cleaning results.

(891) F. W. Hightower, "Cleaning with

Ultrasonic cleaning especially recommended
where surfaces to be cleaned are not readily
accessible or when they must be scrupulously
clean, as for plating or adhesive bonding.
For effective cleaning a zone a few inches
from the face of the transducer is desirable.
Energy intensity imposed on the transducer
is best held to a level at which only moderate
cavitation occurs at the face, and undistorted
wave front. Gives curves for minimum power
to start cavitation and power required to remove
nonsoluble soil completely from standard
specimens under controlled conditions. Dis-
cusses transducer materials, what can be
cleaned and with what liquid systems, and
describes typical installation. Equipment and
costs based on transducer area are described.

(892) E. R. Holman (to Turco Products,
Inc.), "Cleaning Solution for Metallic
Effective cleaning solutions for metallic surfaces, especially those inaccessible to usual cleaning methods, are composed of an amine soap with excess free amine (preferably a primary amine with 4 to 6 C atoms); a grease solvent such as coal-tar oil; and a neutral compound giving water and oil solubility, such as ethylene glycol monobutyl ether or pine oil. The metal to be cleaned is immersed in a cleaning solution at 40 to 45 for 25 min and then washed with water. A preferred composition is as follows: ethylenediamine 12, water 4, neutral coal-tar oil 68, oleic acid 6, and pine oil 10 per cent by weight.

Surface of drying drums, used in the finishing industry is conveniently cleaned with a composition containing calcined soda ash 5, freshly slaked lime 25, sifted slag ash 40 to 50, and water at 40 to 50°C 30 to 20 g. The composition is applied to the warm surface, rubbed in until all impurities are dissolved, and finally carefully wiped off.

Test is based upon the spreading rate of an oil on metal. Rate of spreading dependent upon roughness and kind of metal involved without need for knowledge concerning the oil constitution. Ease of cleaning found to correlate with rate of spreading using atomizer test for confirmation.

The spreading slopes were determined for a number of oily materials on a stainless steel surface. Chosen for further test were crude scale wax, microcrystalline wax and double pressed stearic acid. Cleaning tests were made, substituting low carbon steel for stainless steel, and applying the three soils under controlled conditions for maximum uniformity. The atomizer test was used, applying a standardized precleaning and cleaning technique. Preliminary work indicated correlation between spreading slopes and cleaning, and subsequent work with the three solid soils indicated that correlation exists for these as well.

Effective cleaning solutions for metallic surfaces, especially those inaccessible to usual cleaning methods, are composed of an amine soap with excess free amine (preferably a primary amine with 4 to 6 C atoms); a grease solvent such as coal-tar oil; and a neutral compound giving water and oil solubility, such as ethylene glycol monobutyl ether or pine oil. The metal to be cleaned is immersed in a cleaning solution at 40 to 45 for 25 min and then washed with water. A preferred composition is as follows: ethylenediamine 12, water 4, neutral coal-tar oil 68, oleic acid 6, and pine oil 10 per cent by weight.

Surface of drying drums, used in the finishing industry is conveniently cleaned with a composition containing calcined soda ash 5, freshly slaked lime 25, sifted slag ash 40 to 50, and water at 40 to 50°C 30 to 20 g. The composition is applied to the warm surface, rubbed in until all impurities are dissolved, and finally carefully wiped off.

Test is based upon the spreading rate of an oil on metal. Rate of spreading dependent upon roughness and kind of metal involved without need for knowledge concerning the oil constitution. Ease of cleaning found to correlate with rate of spreading using atomizer test for confirmation.

The spreading slopes were determined for a number of oily materials on a stainless steel surface. Chosen for further test were crude scale wax, microcrystalline wax and double pressed stearic acid. Cleaning tests were made, substituting low carbon steel for stainless steel, and applying the three soils under controlled conditions for maximum uniformity. The atomizer test was used, applying a standardized precleaning and cleaning technique. Preliminary work indicated correlation between spreading slopes and cleaning, and subsequent work with the three solid soils indicated that correlation exists for these as well.

Of two types, I a free flowing powder and II a single phase liquid. Intended for use in solutions of water of any hardness for cleaning of painted or unpainted aircraft surfaces. Shall be free of inert or abrasives. Property requirements include nontoxicity, nonflammability, pH of 5.5 to 10.0, surface tension no higher than 32 dynes per centimeter, storage and temperature stability, minimum corrosiveness, no effect on lacquer surfaces or acrylic base plastics, free rinsing. Cleaning performance in 0.4 per cent by weight of solution on standard panels not less than 80 per cent efficiency. The cleaning effectiveness test made in the straight line Hunter-Gardner Washability machine. Painted metal panels soiled by applying (by brush), suspension of soil in emulsions and the pans baked under specified conditions prior to usage. Soiling mixture comprises nine components.


Among requirements are solubility in water, stability of emulsion, controlled corrosion of aluminum, effect on plastic and cleaning power. The cleaning test is made by comparison with a standard formulation:

<table>
<thead>
<tr>
<th>Ingredient</th>
<th>Percentage</th>
</tr>
</thead>
<tbody>
<tr>
<td>Butyl alcohol</td>
<td>12.0</td>
</tr>
<tr>
<td>Duponol G</td>
<td>33.0</td>
</tr>
<tr>
<td>Toluol</td>
<td>55.0</td>
</tr>
</tbody>
</table>

The compositions are comparatively tested on comparable surfaces of an airplane soiled in operational use.


Covers methods of cleaning and protecting interior nonmachined surfaces of ferrous and non-ferrous castings and weldments which are to contain working parts and fluids or both, and whose contamination would adversely affect mechanism function. Mechanical methods used in preference to chemical methods such as pickling. Describes in principal of hydroblasting, shot or grit blasting, tumbling, bobbing (air driven chisel); wire brushing, grinding, sand blasting, pickling. Describes adhesion test for cleanliness and readiness for subsequent coating. Gives suggested cleaning and pickling procedures for ferrous castings and weldments; copper, brass, bronze; removal of welding flux from aluminum castings or weldments. For copper, brass or bronze precleaning described by organic solvent degreasing followed by immersion in alkaline cleaning solution at 180 to 200 F containing 3 to 8 oz per gallon of either

(1) 85 per cent sodium orthosilicate
8 oz per gallon of solution
(2) 46 percent anhydrous sodium carbonate
5 per cent sodium resinate, or,
32 per cent trisodium phosphate
16 per cent caustic soda
6 per cent rosin

The alkaline cleaner is followed by rinsing and pickling.


Review of cleaners. Hundreds of formulas exist, but relatively few chemicals are used in them. Parts may be cleaned in alkaline solutions electrolytically, by steam gun, by soaking, spraying, tumbling or scrubbing. Most cleaning consists of four steps: clean; rinse; hot rinse; and dry. Procedure may vary with base metal and contaminant present. Caustic soda, sodium metasilicate, trisodium phosphate and soda ash with wetting agent will do most cleaning jobs. Given are compositions for 13 alkaline cleaners. Effect of agitation and temperature on cathodic cleaning graphed. Conductivity and pH of alkaline solutions and pH range of hot alkaline solutions given in table form. Full scale test recommended. Control by conductivity method suggested for ease and speed.


Discussion of ultrasonics and application to metal cleaning. Production of barium titanate flat transducers driven at high wattages per square inch at lower frequencies for application to larger pieces of work. Twenty inch length of transducer available. Combinations of degreasing, ultrasonic cleaning, followed by vapor degreasing suggested.


Oiliness measured with pendulum-type tester at the steel-steel interface under a variety of conditions. The results showed that oiliness sharply decreases in any oxygen-free atmosphere because in this case the polar molecules are strongly adsorbed at the surfaces.

(906) K. P. W. Nitsche, "Metal Cleaning

Composition, used in form of a melt, consists of an alkali hydroxide 10, an alkali metal carbonate 0.5 to 2, an alkali metal silicate 0.1 to 0.5, and borax 3 to 4 parts by weight. Useful for cleaning iron and steel objects.


All grades of stainless strip (hot and cold-rolled) can be processed in a single continuous annealing and pickling line. One descaling pot oxidizes the scale, another dissolves the oxidized scale. Other details of the operation.


Chemical and electrochemical treatment of ancient bronzes to remove corrosion products frequently leaves undesirable soluble chlorides in the porous interior that may stimulate subsequent corrosion. Use of surface-active agents undesirable, because of tenacious adsorption. Other details given.


Detergent efficiencies of alkaline detergent salts compared with those of a diphasé cleaner for removing greasy soil from steel. The diphasé cleaner was comprised of 67.0 parts by weight of mineral spirits, 22.5 of pine oil, 5.4 of oleic acid, 3.6 of triethanolamine, and 1.5 of butyl Cellosolve, and water added to this. Seven experimental soils used, based on mineral oil and petrolatum with a small amount of carbon black. Variations were made by adding different amounts of fat acid to the soil base. The difference in the weights of the panels before and after washing taken as the criterion of cleanliness. The diphasé cleaner was most effective in the removal of soil under all test conditions of time, temperature and concentration. The effectiveness of the alkaline cleaners rose rapidly with an increase in temperature and not affected by a difference in pH from 9.1 to 11.7 at a 2 per cent concentration. The soils containing oleic acid were more readily removed by the alkaline saltes than those containing saturated fat acids, and these more easily removed than those which did not contain fat acids. Suggested that the polarity of the double bond in oleic acid promoted the ease of removal of soils containing it.


Short description of a drum washing machine which automatically upends, washes and rights the cleaned drums, at the rate of 120 drums per hr.


Unit is described as duplicate of standard commercial degreasers, with solvent recovery system. Working area is 18 by 12 by 12 in. with a capacity of 100 lb per hr.


Cleaning techniques given for removing mill scale and construction debris from boilers before start-up.


Alkaline metal phosphates solutions applied by spraying to metallic surfaces, especially steel, iron, zinc, and aluminum, contain 0.02 to 0.20 per cent alkali metal lignosulfonate and have a preferred pH of 4.2 to 6.0. Improved corrosion resistance of the coatings is obtained by addition of an oxidizing agent, such as chloride, bromate, nitrite, sulfite or m-nitrobenzene-sulfonate. Such solutions are practically nonfoaming and also have good cleaning and dispersing properties.


Principal items of expense are direct labor, labor for disposal of cleaning wastes, water, other material, energy, and maintenance. Direct labor comparisons made for vapor degreasing, solvent cleaning, hot tank alkaline cleaning, cold spray alkaline cleaning, hot spray alkaline cleaning, electrolytic alkaline cleaning, hot tank emulsion cleaning, hot spray emulsion cleaning, acid cleaning, and abrasive cleaning. Table given for costs of removal of soil of scale by methods given above, for total of labor, material, water, energy, maintenance, and overhead and initial equipment cost. Cost for pickling on flat rolled steel 0.200 in. thick broken down with total at $2.884 per ton. Tables given for preplating costs, equipment, maintenance. Comparisons of vapor degreasing, and emulsion cleaning against
alkaline cleaning. Includes section on health and fire hazards.


Mill stencil markings removed by solvent soaked rag before hot forming, since these can cause etching. Vapor degreasing of parts before hot processing to avoid scale formation to reduce surface roughness. Descaling with (1) sodium hydride in conventional manner, immersion in pickling solution of 40 per cent nitric acid by volume and 3 per cent by weight of sodium fluoride, (2) proprietary molten bath process at 800 F for 20 min and pickling, and (3) 30 min in a water bath comprising 47 per cent caustic soda by weight, 9 per cent sodium nitrate, 6 per cent sodium fluoride, (2) proprietary molten bath process at 800 F for 20 min and pickling, and (3) 30 min in a water bath comprising 47 per cent caustic soda by weight, 9 per cent sodium nitrate, 6 per cent sodium fluoride, and 38 per cent water at temperature of about 300 F followed by pickling. Light oxide coatings removed by pickling alone.


Scale from heat-exchange equipment is removed by flushing with cold water 1/2 hr and circulating a cleaning compound especially chosen for the type of scale involved, through the heater tubes 1 to 1-1/2 hr, and flushing with cold water.


Steel treated in a molten bath of caustic soda and sodium nitrate. Excess salts removed and the steel piece annealed in a reducing atmosphere. The iron or nickel-iron films formed on the surface during the reducing anneal are useful in additional cold-working of the metal.


Boilers can be kept in continuous service by regularly spraying the gas-heated surfaces with water or a water-steam mixture. Fly-ash is most readily removed when it forms a porous deposit. Treatment not satisfactory when the gas in the heating chamber is below 800 to 850 deg, since the reaction with bituminous ash leads to cementation.

(1956)


Mixture contains liquid paraffin or gasoline and a liquid terpenic hydrocarbon such as alpha-pinene. The hydrocarbons are included to dissolve the oxides already formed and to purify the surface. The pinene absorbs oxygen from the dissolved oxides and from the atmosphere forming a peroxide, which then acts as an oxidising agent. The released activated oxygen produces an oxide on the surface of the metal similar to the one obtained by electrolytic action, thus protecting the metal from further attack by atmospheric oxygen. Useful for cleaning and maintenance of firearms, and for silver polishing.


Advantages of formulated cold degreasing solvents are increased efficiency and decreased toxicity hazard. Can be used for considerable time without clean-outs and with good solvent recovery on reclamation. Further advantage of use on large objects difficult to handle in tanks where wiping can be accomplished.


Fused salt baths containing various amounts of caustic soda, sodium nitrite, and sodium nitrate were used to remove tough, hard scale when forming titanium sheets at high temperatures. Descaling time at 450 C takes from 45 sec to 10 min. Erosion of metal attack is low. Hydrogen absorption is minute and firing tendencies can be minimised if the concentrations of oxidising agents is kept above 8 per cent.


Engine soot chemically comprises predominant quantity of paraffinic and napthenic hydrocarbons, organic acids and partially oxidised hydrocarbons, some alkaline metal and/or alkali soaps, metalic organic sulfonates, carbonised particles, siliceous matter, water soluble salts and dust motes. Degreaser selection depends on type of film and the heavier, the more difficult to accomplish. Discussed solvent selection, self-emulsifying systems and performance evaluation. Described synthetic soils for laboratory evaluation and the preparation
of test pieces. Preferred immersion method with measurement of soil removal gravimetrically.


See Reference No. 922.


Stainless steel plates with six standard finishes coated with oil and suspended vertically. Amount of oil remaining was measured after suitable intervals and the relationships between this amount and the average height of the surface hills on the metal ascertained. Thickness of these layer nearly equal to average height of the hills on the solid surface. This refutes one of the proofs of long-range molecular forces and confirms hypothesis that magnitude of electrokinetic phenomena is reduced by rugosity, shows the necessity for considering roughness in adhesion measurements.


The faster an oil will spread, the relatively shorter will be the time to achieve a cleaning index of 100. An oil forming orientated monolayers will have a low spreading rate and will be difficult to remove from metal. The more randomized and disordered the monolayers, the higher the spreading rate and the easier the oil is removed. A chart of spreading slope versus time of cleaning is given and this indicates that a small drop in temperature from optimum will prevent complete cleaning in reasonable period of time. Reduction in cleaning time with an increase in temperature is specific for each oil-metal system, reduction being proportional to oil-spread rate, and this is easily measured.


Powdered, flaked or granular products useful in treating water and for cleaning food containers, food processing equipment and metals, prepared by spraying dry sodium hydroxide with an aqueous 25 to 75 per cent gluconic acid solution.


Estimates based on 8 million car output in 1955. Trichloroethylene at 5 lb per car or truck totals 50 million lb. Average weight of aluminum on cars will be 36 lb for a total of 288 million lb. To clean an engine, 0.3 lb cleaner is needed. To clean an automatic transmission 0.5 lb cleaner required. To remove sand from each transmission casting, 1 lb of caustic soda is used. Body and assembly plant usage figures based on 375 sq ft painted surface are: Metal cleaner 300,000 lb, paint remover, alkaline type 2,400,000 lb, zinc phosphating chemicals 7,500,000 lb, for bumper estimated that about 4 million lb of cleaner required.


Space economy achieved by automation of cleaning, surface treating and anodizing baths to 600 sq ft from 2000 sq ft formerly used, and only two tanks where ten were formerly used. The automatic cycles and high velocity impeller in the tank gives more rapid and complete coverage.


Various materials including painted surfaces and chromium plate, or stainless steel can be cleaned without damage by means of 0.007 per cent of an aqueous 33 per cent solution of nicotine. The incorporation of blue indigo in the range of 0.0005 to 0.50 per cent by weight of the total solution increases the cleaning properties. Cleaning properties of detergent also increased when nicotine is added.


Phosphate coatings on metals can be produced much faster when, before subjecting them to the treatment, they are immersed in a solution made by dissolving separately 1.52 parts lithium chloride and 25 parts disodium phosphate-7 moles water, in water, mixing, evaporating to dryness, and dissolving 3 parts of this in 400 parts of water. To this solution caustic soda 3, and trisodium phosphate 1, with soda ash 1 as per gallon are added. The proportions of lithium chloride and disodium phosphate can be varied. The activating compositions alone or combined with detergents may be applied to to many other metals.
BIBLIOGRAPHY ON METAL CLEANING


Process for rapid cleaning of greasy and carbonised incrustations from bread-baking pans. The stacked utensils are degreased by exposure to the heated vapors of a chlorinated solvent such as trichloro- or perchloroethylene. They are then immersed for 1 hr in a boiling aqueous alkaline cleaning solution, preferably consisting of alkali metal tripolyphosphate 10 to 20, alkali metal carbonate 10 to 20, alkali metal phosphate 40 to 70, alkali metal chromate 5 to 15, and wetting agent 0 to 5 per cent.


Passivity curves prepared by a rapid laboratory method, show that sodium silicate as an anodic inhibitor owes its effectiveness to a film of silica, and not to any increase in pH as caustic soda in no case prevented corrosion.


Corrosion of baking pans containing both aluminum and tin by cleaning solutions containing 3 to 8 per cent chromates and 4 to 20 per cent silicates is prevented by addition of 2 to 8 per cent ferricyanide. The pans are often made of tin-coated steel, but aluminum is also used for the reinforcing bands, hence aluminum and tin are often encountered in the same pan, resulting in galvanic action.


When a solution of mercury was electrolysed with gold or platinum cathodes, it was common practice to remove the deposited mercury by heating over a Bunsen burner. This could result in some deformation of the electrode. It was found that heating 45 min at 261 C was sufficient to remove all mercury.


Several types of ultrasonic cleaning units are described and finishing processes enumerated. Full efficiency can only develop within the framework of a complete degreasing system. A pre-washing stage is necessary for the removal of heavier and easily removable deposits, with adequate rinsing and drying essential prior to the application of ultrasonics.


Describes water impurities and methods for overcoming them, describing five commercial methods of softening: precipitation, zeolite softening, ion exchange, sequestration, and chelation.


The sodium hydride process is non-electrolytic and operates at 350 to 370 C. There is no attack on the underlying metal, no risk of hydrogen embrittlement, and can be made continuous. The principal use is in the treatment of metals which are not attacked by molten caustic soda in the temperature range mentioned.


General review of the subject. Enumerates metals which can be descaled, process and equipment.


Cleaner and polisher for nonadsorbent surfaces such as glass, chromium, stainless steel, and certain plastics consists of the following: An emulsion of equal parts of glycerol stearate and polyoxyethylene stearate and mixing 4 parts by weight of this blend with 35 parts of dimethylpolysiloxane, followed by 25 per cent lukewarm water and subsequently diluting with water to obtain an emulsion containing 35 per cent dimethylpolysiloxane. This emulsion in the amount of 1.74 per cent is finally mixed with 0.2 per cent polyethyleneglycol tert-dodecyl thioether and 98.06 per cent water.


Application of anionic and cationic wetting agents in metal-cleaning solutions is discussed, and some information is given on methods for evaluating the detergent efficiency of a cleaning solution.
The scale formed on carbon, alloy, and stainless steels during heating for extrusion, rolling, forging, piercing, and so on, removed or conditioned by immersion of the steel in a slag bath prior to hot-working. The slag comprises 20 to 93 per cent of a mixture of at least two metal oxides from the group consisting of lime, silica, alumina and magnesia, and 80 to 7 per cent of a flux selected from the group consisting of borax, soda ash, fluor spar, cryolite, and lead and zinc oxides. Two or three minute immersion removes the scale or converts it to a softened condition which is not detrimental in hot-working. Examples of bath constitution given.

Sulfonating agents react with organic compounds which contain hydroxyl groups at the end of polyether chains and convert these hydroxyl groups into sulfuric acid semi-ester groups. An example is the sulfonation of polyethyleneglycol with chlorosulfonic acid, which on adding to water forms a solution of the sulfonated polyglycol ether, which in certain cases after the addition of acid inhibitors, can be used as a pickling or metal cleaning agent.

Transducers designed to work in aqueous solution generally of 316 stainless encasing the piezo-electric ceramic. These are of standardized units assembled in suitable groups. Generators available to drive banks ranging in area from 30 sq in. to 10 sq ft. Details of construction for maximum utilization of energy. Ultrasonic cleaning said to be more effective at proper temperature than cleaning with same solution at higher temperature without ultrasonics. Best used in final cleaning stage and rinsing should be thorough.
trisodium phosphatemonohydrate 40 to 65 as activators, sodium silicate 15 to 25 as corrosion inhibiting agent, sodium gluconate 2 to 5 as sequestering agent, polymeric tetramethylene phenyl sodium sulphonate 1 to 5 as dispersing agent, and potassium oleate 3 to 7 per cent as wetting agent. Solution of this composition in water, rinsed with methanol and air dried.

These surfaces may be cleaned and phosphated simultaneously by spraying with an emulsion, rinsing, and immersing for 1/2 min in chromic acid (10 oz per 100 gal) at 160 F. The emulsion is prepared by addition to a solution containing 1.4 per cent monosodium phosphate and 0.5 per cent sodium chloride of 2 per cent by weight of kerosene containing 5 per cent of a p-isooctylphenyl ether polyoxyethylene glycol. The number of polyoxyethylene groups in the emulsifier is 3 to 25 and the pH of the emulsion 3.5 to 5.8. The emulsion is heated to 160 to 170 F and sprayed for 1 min onto the metal surface.

(949) Compound, Metal Conditioner and Brightener (for Use on Aluminum Surfaces), Military Specification, MIL-C-25378(USA), April 3, 1956.

Requirements include composition of non-flammable phosphoric acid base, free flowing nonlayered colloidal suspension, free of sediment or abrasives, emulsifiable, with a viscosity of not less than 550 centipoises at 20 C, minimum corrosion, producing specified difference in reflectance, not causing crazing of acrylic base plastics, and in practical cleaning not have rapid run-off or cause streaking, spotting or discoloration of treated area, and shall rinse freely. The practical cleaning test is applied to routinely soiled airplane and the results examined visually.

(950) Compound, Emulsion Cleaning (for Aircraft), Military Specification, MIL-C-25179A(USA), July 26, 1956. Superseding MIL-C-25179(USA), See Reference No. 901.

Instead of service soiled surfaces for comparison test, uses a staining technic. Stain comprises a solution of:

- Oleic acid USP ................................................ 0.7 ml
- Tritriethanolamine ........................................... 0.2 ml
- Triton X-100 .................................................. 0.5 ml
- Drycleaning solvent to make 100 ml

Standards cleaned and marked aluminum panels (2) are spotted with 3 ml of the stain. Then 3 ± 0.2 ml of distilled water are atomised from 12 in height onto them. This is repeated by substitution of 10 per cent by volume solution of reference cleaning solution. Panels retained in a horizontal position at room temperature for 1-1/2 hr, then washed in tap water, rinsed with distilled water, rinsed with methanol and air dried. Intensity of stain to be no greater than that from comparison panel.


A test kit is described to give simple, non-technical but accurate procedure for controlling solutions of soak cleaners, electrocleaning, phosphating cleaners, rust removers, metal etchants.


A test kit is described to give simple, non-technical but accurate procedure for controlling solutions of soak cleaners, electrocleaning, phosphating cleaners, rust removers, metal etchants.


Cleaned of oil and grease as well as fine particles of foreign metals in order to provide surfaces suitable for anodizing, electropolishing, or welding. The cleaning solution is made up of 1.8 to 3.5 per cent by weight of caustic soda, 1 to 5 per cent soda ash, dissolved aluminum approximately half the total weight of the sodium compounds, 0.01 to 0.03 per cent of the trans form of dinitrotetranine cobaltic chloride, and 0.25 per cent of a nonionic wetting agent such as a sulphonated glycol. The solution is used at 30 to 50 C and the immersion time is 45 sec to 2 min.


Addition of molasses to hydrochloric acid used in removing boiler scale greatly reduced attack on metal. Acid solutions were effective when tried on locomotive boilers, and temperatures up to 160 F could be used without adversely affecting the metal loss.


Artificial films of milkstone were prepared on glass with 10 drops of a mixture of 35
parts milk with 65 parts of freshly prepared tricalcium phosphate dispersion, drying, dipping the film in 1 per cent sodium carbonate solution at 98 C, washing 3 min in 1 per cent sodium carbonate solution at 40 C, drying, then repeating the treatment four times. A number of acids in 2 per cent concentration removed only the mineral matter, leaving the protein on the glass. Sodium polyphosphate or ethylenediaminetetraacetic acid (EDTA) softened the protein film. Natural milkstone in aluminum milking machine buckets was not completely removed by repeated treatments with hot 1 percent solutions of several organic acids, or by urea nitrate, but 3 per cent solution of polyphosphate and a 0.5 per cent solution of EDTA were effective at room temperature. Phosphoric acid at 2 percent concentration used at 50 C was the most effective in stainless steel buckets. Analysis of milkstone given.


Tarnishing of copper and copper-nickel alloys such as German silver, by anionic and nonionic synthetic detergent compositions containing polyphosphates is prevented by the presence of about 0.13 per cent sodium, potassium, or ammonium salt of a hydroxamic acid of 9 to 15 carbon atoms.


Discussion of legal regulations in Germany. Given are evaluation methods for the following groups of antiscule agents: Mixtures of organic substances of colloidal nature mixtures of predominantly alkaline salts; mixtures of foregoing two, with added inhibitors. Application methods for several German products given.


Cleaning, reduction in size, or cutting of the materials accomplished by etching with a gas like chlorine or hydrochloric acid to etch a recess into a germanium crystal. Other details of physical set-up described.


Automotive cooling systems cleaned of scale either by solution of scale or removal by physical means. Acidic materials require flushing and are not selective in action on iron oxide scale. Of the acids, oxalic is most effective, but still requires flushing and neutralization. Polyphosphates and ethylenediaminetetraacetate have been tried unsuccessfully as solvents. Indicated that proper choice of chelating agent will solubilize the iron oxide and this subsequently by internally dehydration, caused a precipitate which is suspended and effectively removed from radiator surfaces.


See Reference No. 959.


Scale removed from steel by bringing solid calcium oxide into contact with the hot surface of the metal. Thus, the temperature of the steel is kept between 1080 and 1400 F while powdered lime is blown onto the surface. The scale liquefies and either flows or is blown off.


A review of the principles and applications of sodium hydride descaling equipment.

(963) E. Van Zandt, "Properly Formulated Buffing Compounds Can Make Cleaning Easier," Products Finishing, Vol. 21, No. 3, pp. 41-44 (1956)." Compounds should be formulated so that greases which act as binders can be readily removed from work. Mineral oils or greases which do not saponify can cause difficulty. Presence of saponifiable compounds can retard cleaning where reaction with the metal (zinc, aluminum or magnesium) to be buffed occurs. Surfactants added to improve performance. Alkali soluble materials added to grease binder where electrolytic cleaning follows; nonionics where solvent degreasing ensues; sulfonated oils for oil-base liquid buffing compounds.


Chemical cleaning application to large variety of paper mill equipment described.
Solvents are discussed and these include acids, alkalis, oxidizing solutions, reducing solutions, chlorinated solvents, hydrocarbon solvents and emulsions. Application of cleaning to specific pieces of equipment described. Use of high-pressure jets with cleaning solution discussed.


Rate of corrosion of various aluminum alloys in 1 to 4 per cent solutions of sodium metasilicate pentahydrate at 140 and 180 F investigated. Metasilicate satisfactory under these conditions on sheet alloys used in the dairy industry. A mixture of metasilicate 40 per cent, soda ash 40 per cent sodium bicarbonate 10 per cent, sodium polyphosphate 5 per cent, and synthetic detergent 5 per cent is recommended as a general detergent for dairy equipment. For automatic washing of aluminum and tinned metal milk cans metasilicate 75 per cent, sodium sulfite 20 per cent, sodium polyphosphate 5 per cent is suggested.

1957


A discussion of surface tension and implications in cleaning. Describes types of wetting agents. Indicates deficiencies of soap, and methods to minimize their failings. Discusses polarity and stability and gives a few general criteria for selection. Usage is indicated in plating baths and pickling solutions. A table of pH buffering compositions is given.


Abrasive slurried in water and delivered to work by pump and blasting gun using compressed air. Details of operation given. Abrasives mentioned are organics (walnut, shells, etc.), Novaculite stone (99 per cent pure silica), silica, quartz, garnet, aluminum oxide, other refractive abrasives and "Brite Shot" an artificial abrasive used for matte effects. Applications of vapor blasting given. Advantages given are rapid scale removal, surface metal cleaning without hydrogen embrittlement, burr removal or finish required in very short time, internal burrs removed, and also treats multi-tooth cutting tools and dies.